


This document, together with the concepts and designs presented herein, as an instrument of service, is intended only for the specific purpose and client for which it was prepared. Reuse of and improper reliance on this document without written authorization and adaptation by Kimley—Horn and Associates, Inc. shall be without liability to Kimley—Horn and Associates, Inc.

GENERAL NOTES

1. ALL CONSTRUCTION METHODS AND MATERIAL SHALL CONFORM WITH THESE DRAWINGS, PROJECT
SPECIFICATIONS, AND WITH ALL CURRENT APPLICABLE CODES AND THE LATEST REVISIONS OF
THE FOLLOWING REFERENCE DOCUMENTS:

(A) PURCELLVILLE FACILITY STANDARDS MANUAL

(B) VIRGINIA DEPARTMENT OF TRANSPORTATION (VDOT) ROAD AND BRIDGE STANDARDS

(C) VIRGINIA DEPARTMENT OF TRANSPORTATION (VDOT) ROAD AND BRIDGE SPECIFICATIONS
(D) MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD)

(E) VIRGINIA' WORK AREA PROTECTION MANUAL (VWAPM)

(F) VIRGINIA EROSION AND SEDIMENT CONTROL HANDBOOK (VESCH)

(G) VIRGINIA DEPARTMENT OF TRANSPORTATION (VDOT) DRAINAGE MANUAL

(H) LOUDOUN WATER ENGINEERING DESIGN MANUAL (FOR WATER AND SANITARY SEWER WORK)

2. PROJECT PLANS AND SPECIFICATIONS APPLY TO CONSTRUCTION ON 21ST STREET FROM
STA 10+00.00 TO STA 16+75.00.

3. THE CONTRACTOR SHALL OBTAIN ALL APPLICABLE PERMITS AND LICENSES AND KEEP COPIES OF
THE SAME ON SITE DURING CONSTRUCTION.

4. THE CONTRACTOR SHALL REVIEW THE PLANS FOR THIS PROJECT PRIOR TO WORK.

5. ANY DISCREPANCIES FOUND BETWEEN THE DRAWINGS AND SITE CONDITIONS OR ANY
INCONSISTENCIES OR AMBIGUITIES IN DRAWINGS SHALL BE IMMEDIATELY REPORTED TO THE
ENGINEER IN WRITING, WHO SHALL PROMPTLY ADDRESS SUCH INCONSISTENCIES OR AMBIGUITIES
IN WRITING. WORK DONE BY THE CONTRACTOR AFTER HIS DISCOVERY OF SUCH DISCREFPANCIES,
INCONSISTENCIES OR AMBIGUITIES, WITHOUT CLARIFICATION FROM THE ENGINEER OF RECORD,
SHALL BE DONE AT THE CONTRACTOR’S RISK.

6. ALL INFORMATION SHOWN ON THESE DRAWINGS RELATIVE TO EXISTING CONDITIONS IS GIVEN AS
THE BEST PRESENT KNOWLEDGE, BUT WITHOUT GUARANTEE OF ACCURACY. THE CONTRACTOR
SHALL REPORT IMMEDIATELY TO TOWN OF PURCELLVILLE ANY CONDITIONS CONFLICTING WITH THE
DRAWINGS. FIELD MODIFICATIONS TO THE DRAWINGS SHALL NOT BE MADE WITHOUT THE CONSENT
OF TOWN OF PURCELLVILLE.

7. THE CONTRACTOR SHALL MAINTAIN A CLEAN WORK SITE, FREE FROM TRASH AND DEBRIS.

8. THE CONTRACTOR SHALL KEEP AND MAINTAIN A SET OF APPROVED PROJECT PLANS AND
SPECIFICATIONS ON THE SITE AT ALL TIMES.

9. THE CONTRACTOR SHALL BE RESPONSIBLE FOR REPLACING WITH MATCHING MATERIALS ANY
PAVEMENT, SIGNS, PAVEMENT MARKINGS, MAILBOXES, ETC. THAT MUST BE CUT OR REMOVED, OR
THAT ARE DAMAGED DURING CONSTRUCTION. CONTRACTOR SHALL ALSO BE RESPONSIBLE FOR
REPLACING EXISTING TRAFFIC SIGNS THAT REQUIRED REMOVAL DURING CONSTRUCTION WITHIN 24
HOURS OF BEING REMOVED. ALL OF THESE ITEMS SHALL BE CONSIDERED INCIDENTAL ITEMS TO
THE CONSTRUCTION.

UTILITY NOTES

1. PRIOR TO CONSTRUCTION OR EXCAVATION, THE CONTRACTOR SHALL ASSUME THE RESPONSIBILITY
OF LOCATING ANY AND ALL UNDERGROUND UTILITIES (PUBLIC OR PRIVATE) THAT MAY EXIST OR
CROSS THROUGH THE AREA OF CONSTRUCTION WHETHER OR NOT THEY ARE SHOWN ON THE
PLANS. BEFORE DIGGING, TO AVOID THE UTILITIES, THE CONTRACTOR SHALL CALL "MISS UTILITY
OF VIRGINIA” AT 1-800-552—-7001. THE CONTRACTOR SHALL BE RESPONSIBLE FOR REPAIRING,
AT HIS SOLE EXPENSE, ANY EXISTING UTILITIES DAMAGED DURING CONSTRUCTION. NOTIFY TOWN
IN WRITING IMMEDIATELY IF CONFLICT EXISTS.

2. THIS PLAN DOES NOT GUARANTEE THE EXISTENCE, NONEXISTENCE SIZE, TYPE, LOCATION,
ALIGNMENT, OR DEPTH OF ANY OR ALL UNDERGROUND UTILITIES OR OTHER FACILITIES. WHERE
SURFACE FEATURES (MANHOLES, CATCH BASINS, VALVES, ETC.) ARE UNAVAILABLE OR
INCONCLUSIVE, INFORMATION SHOWN MAY BE FROM UTILITY OWNER'S RECORDS AND/OR
ELECTRONIC LINE TRACING, THE RELIABILITY OF WHICH IS UNCERTAIN. THE CONTRACTOR SHALL
PERFORM TEST EXCAVATION OR OTHER REINVESTIGATION AS NECESSARY TO VERIFY LOCATION
AND CLEARANCES. ALL PERFORMED TEST EXCAVATIONS OR OTHER INVESTIGATIONS SHALL BE
INCIDENTAL TO OTHER WORK.

3. UNLESS OTHERWISE NOTED, UTILITIES ARE TO BE ADJUSTED BY THE RESPECTIVE OWNER.

4. STATE LAW MANDATES THE NOTIFICATION OF UTILITY OWNERS 48 HOURS IN ADVANCE OF
EXCAVATION. FOR LOCATION OF UTILITIES CALL MISS UTILITY.

5. CONTRACTOR SHALL CONFORM TO THE "OVERHEAD HIGH VOLTAGE ACT" (EFFECTIVE JULY 1,
2003) AND SHALL CONTACT THE NECESSARY AUTHORITIES PRIOR TO START OF CONSTRUCTION.

6. TOWN OF PURCELLVILLE'S UTILITY DEPARTMENT INSPECTOR SHALL BE NOTIFIED WHEN ANY
IMPROVEMENT PERTINENT TO HIS INSPECTION DUTIES ARE BEING INSTALLED, SPECIFIC
REQUIREMENTS ARE:

A. SITE INSPECTOR OR AREA SUPERVISOR IS TO BE NOTIFIED AT LEAST 3 DAYS PRIOR TO
START OF CONSTRUCTION.

B. A MINIMUM OF 24 HOURS NOTICE IS REQUIRED WHEN REQUESTING COMPACTION TESTS AND
RESIDENTIAL OR NON—RESIDENTIAL USE PERMITS.

7. THE "UNDERGROUND UTILITIES” SURVEY DATA ON THIS PROJECT HAS BEEN PROVIDED BY
CONSULTANT AND COPIES ARE AVAILABLE FROM KIMLEY—HORN AND ASSOCIATES, INC.

8. CONTRACTOR SHALL MAKE ANY NECESSARY ADJUSTMENTS TO ALL UTILITY SPLICE BOXES,
JUNCTION BOXES, METER BOXES, ELECTRICAL SPLICE BOXES, MANHOLES, CLEANOUTS, AND OTHER
ITEMS IN SIDEWALK AND ROADWAY TO MATCH FINISHED GRADE. THESE ADJUSTMENTS SHALL BE
INCIDENTAL TO OTHER WORK AND INCLUDES EXISTING AND PROPOSED ITEMS.

9. MEGALUGS ARE REQUIRED ON ALL TEES, BENDS, ETC. AND SHALL BE INSTALLED IN ACCORDANCE
WITH MANUFACTURES REQUIREMENTS.

CLEARING AND GRUBBING NOTES

1. THE CONTRACTOR SHALL PERFORM DEMOLITION ACTIVITIES AS NOTED AND SHOWN ON THESE
PLANS.

2. THE CONTRACTOR SHALL INSTALL ALL EROSION AND SEDIMENT CONTROL DEVICES PRIOR TO
BEGINNING DEMOLITION WORK.

3. DEMOLITION DETAILS AND NOTES ARE INTENDED TO DEPICT GENERAL DEMOLITION AND UTILITY
WORK AND ARE NOT INTENDED TO IDENTIFY EACH ELEMENT OF DEMOLITION OR RELOCATION.
CONTRACTOR SHALL COORDINATE WITH TOWN OF PURCELLVILLE, VDOT, LOUDOUN COUNTY, AND
APPROPRIATE UTILITY COMPANIES PRIOR TO WORK.

THE CONTRACTOR SHALL REMOVE AND/OR PLUG AND ABANDON EXISTING UTILITIES SUCH AS
SANITARY SEWER, WATER, GAS, ELECTRIC, AND TELEPHONE AS DIRECTED BY THE TOWN OF
PURCELLVILLE. THE CONTRACTOR IS RESPONSIBLE FOR CONTACTING EACH UTILITY COMPANY AND
TOWN OF PURCELLVILLE TO COORDINATE ABANDONMENT OR REMOVAL OF ALL UTILITIES AND FOR
DETERMINING HORIZONTAL AND VERTICAL LOCATIONS OF UTILITIES PRIOR TO COMMENCING WORK.

THE CONTRACTOR IS RESPONSIBLE FOR THE PROTECTION OF ALL UTILITIES TO REMAIN IN PLACE.

ALL MATERIALS REMOVED UNDER CLEARING WORK, NOT TO BE RELOCATED OR TO BE TURNED
OVER TO THE OWNER, SHALL BE REMOVED.

THE CONTRACTOR SHALL TAKE ALL PRECAUTIONS TO AVOID UNNECESSARY DAMAGE TO EXISTING
ROAD SURFACES.

ALL EXISTING ITEMS TO REMAIN WHICH ARE DAMAGED DURING CONSTRUCTION SHALL BE
RESTORED TO ITS ORIGINAL CONDITION AT THE EXPENSE OF THE CONTRACTOR.

THE CONTRACTOR SHALL LEGALLY DISPOSE OF ALL DEBRIS FROM THE SITE TO A LOCATION
APPROVED BY TOWN OF PURCELLVILLE.

CONSTRUCTION NOTES
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THE GRADE LINE DENOTES TOP OF FINISHED PAVEMENT UNLESS SHOWN OTHERWISE ON TYPICAL
SECTIONS OR PLANS.

THE BORROW MATERIAL FOR THIS PROJECT SHALL BE A MINIMUM CBR 6 OR AS APPROVED BY

THE TOWN ENGINEER. CONTRACTOR TO EXCAVATE TEST SAMPLE EXCAVATIONS/HOLES AS
REQUESTED BY TOWN FOR SOIL CBR TESTING. SAMPLE LOCATIONS SHALL BE WITHIN THE
ROADWAY SECTION. TEST EXCAVATIONS, INCLUDING RESTORATION OF ROADWAY, SHALL BE
INCIDENTAL TO OTHER WORK

WHERE STANDARD SLOPE ROUNDOFFS WOULD DAMAGE TREES, BUSHES, OR OTHER DESIRABLE
VEGETATION THEY SHALL BE OMITTED WHEN SO ORDERED BY TOWN OF PURCELLVILLE.

ALL CLEARING, GRUBBING, GRADING, AND PAVING SHALL BE PERFORMED IN ACCORDANCE WITH
VDOT SPECIFICATIONS AND STANDARDS.

EXISTING VEGETATION SURROUNDING THE CONSTRUCTION AREA SHALL REMAIN IN A NATURAL
STATE. TREES NEAR THE CONSTRUCTION AREA SHALL BE PROTECTED IN ACCORDANCE WTH
DETAILS AND NOTES AS SHOWN THE EROSION AND CONTROL PLAN.

THE CONTRACTOR SHALL STRIP TOPSOIL AND ANY ORGANIC LADEN SOIL AND STORE FOR USE IN
BACKFILLING AND LANDSCAPING FOR SITE RESTORATION. THE CONTRACTOR SHALL REMOVE AND
DISPOSE OF ANY EXCESS SOIL AFTER RESTORATION OF THE SITE.

WHEN MATERIALS WHICH ARE UNSUITABLE FOR FOUNDATIONS, SUBGRADES, OR ROADWAY
PURPOSES OCCUR WITHIN THE LIMITS OF CONSTRUCTION, THE CONTRACTOR SHALL BE REQUIRED
TO EXCAVATE SUCH MATERIAL BELOW THE GRADE SHOWN ON THE PLANS. THE AREAS SO
EXCAVATED SHALL BE BACKFILLED WITH APPROVED SUITABLE SELECT FILL MATERIAL.

ANY NECESSARY FILL UNDER PAVED AREAS SHALL BE PLACED IN 6—INCH LIFTS. ALL FILL SHALL
BE COMPACTED 95% MAXIMUM DRY DENSITY STANDARD PROCTOR AND PER VDOT
SPECIFICATIONS. SUBGRADE SHALL BE PROOF—ROLLED PER THE DIRECTION OF TOWN OF
PURCELLVILLE. AREAS THAT PUMP OR RUT SHALL BE UNDERCUT AND REPLACED WTH
CONTROLLED FILL. AT THE DIRECTION OF THE TOWN.

ALL UNPAVED SURFACES SHALL BE GRADED TO PROVIDE POSITIVE DRAINAGE TOWARD DRAINAGE
STRUCTURES.

ALL DISTURBED AREAS SHALL BE PREPARED, SEEDED, AND MULCHED WHERE NOTED ON THESE
PLANS.

DISTURBED AREAS WITHIN THE PROJECT LIMITS THAT WILL REMAIN INACTIVE FOR A PERIOD OF 14
CALENDAR DAYS OR LONGER SHALL BE TEMPORARILY STABILIZED WITH SEED AND STRAW,
MULCH, OR OTHER ACCEPTABLE GROUNDCOVER.

THE HORIZONTAL LOCATION OF ALL DRAINAGE STRUCTURES SHOWN ON THESE PLANS IS
APPROXIMATE ONLY, WITH THE EXCEPTION OF STRUCTURES SHOWING SPECIFIC STATIONS AND
STORM SEWER SYSTEMS.

THE HORIZONTAL LOCATION AND INVERT ELEVATIONS SHOWN FOR PROPOSED STORM SEWER

OUTFALL PIPES ARE BASED ON EXISTING SURVEY DATA AND REQUIRED DESIGN CRITERIA. IF
DURING CONSTRUCTION, IT IS FOUND THAT THE EXISTING HORIZONTAL LOCATION OR INVERT

ELEVATIONS DIFFER SIGNIFICANTLY FROM THE HORIZONTAL LOCATION OR ELEVATIONS OF THE
PROPOSED STORM SEWER SYSTEM, THE ENGINEER SHALL CONFER WITH, AND GET APPROVAL
FROM, THE APPLICABLE DISTRICT DRAINAGE ENGINEER BEFORE INSTALLING THE CULVERT OR
STORM SEWER OUTFALL PIPE.

THE "H” DIMENSIONS SHOWN ON THE PLANS FOR DROP INLETS AND JUNCTION BOXES AND THE
"L.F.” DIMENSIONS SHOWN FOR MANHOLES ARE FOR ESTIMATING PURPOSES AND ARE BASED ON
THE PROPOSED INVERT ELEVATIONS SHOWN FOR THE STRUCTURE AND THE ANTICIPATED TOP
(RIM) ELEVATION BASED ON EXISTING OR PROPOSED FINISHED GRADE. THE ACTUAL "H” OR
"L.F.” DIMENSIONS ARE TO BE DETERMINED BY THE CONTRACTOR BY FIELD CONDITIONS.

ALL EXISTING DRAINAGE FACILITIES NO LONGER TO BE USED SHALL BE REMOVED.

EXISTING DRAINAGE FACILITIES BEING UTILIZED AS A PART OF THE DRAINAGE SYSTEM SHALL BE
CLEANED AS DIRECTED BY THE TOWN. THE COST INCIDENTAL TO THIS SHALL BE INCLUDED IN
THE CONTRACT PRICE FOR OTHER ITEMS.

PROPOSED DROP INLETS WITH A HEIGHT (H) LESS THAN THE STANDARD MINIMUM SHOWN IN THE
VDOT ROAD AND BRIDGE STANDARDS SHALL BE CONSIDERED AND PAID FOR AS STANDARD DROP
INLET FOR THE TYPE SPECIFIED.

TEMPORARY DRAINAGE DURING CONSTRUCTION WILL BE PROVIDED BY THE CONTRACTOR TO
RELIEVE AREAS THAT MAY CAUSE DAMAGE TO ROADWAYS, AS DIRECTED BY TOWN OF
PURCELLVILLE.

THE CONTRACTOR SHALL MAINTAIN ALL DRAINAGE, STORMWATER MANAGEMENT, AND BEST
MANAGEMENT PRACTICES FACILITIES AND SYSTEMS TO ENSURE THAT THEY FUNCTION PROPERLY
DURING CONSTRUCTION.

WHEN STANDARD CG—6 OR CG—7 IS SPECIFIED ON A RADIUS (SUCH AS AT A STREET

INTERSECTION), THE TOWN MAY APPROVE A DECREASE IN THE CROSS SLOPE OF THE GUTTER TO
FACILITATE PROPER DRAINAGE.

SERVICE ROADS ARE TO BE CONSTRUCTED, AND PRIVATE ENTRANCES CONNECTED THERETO
PRIOR TO THE PERMANENT SEVERING OF PRIVATE ENTRANCE BY OTHER PHASES OF THE
PROPOSED CONSTRUCTION.

WHEN NO CENTERLINE ALIGNMENT IS SHOWN FOR A PROPOSED ENTRANCE, THE ENTRANCE SHALL
BE CONSTRUCTED IN THE SAME LOCATION AS THE EXISTING ENTRANCE.

DROP INLET PROTECTION, CURB INLET PROTECTION, AND EROSION CONTROL STONE SHALL BE IN
ACCORDANCE WITH SECTION 203 OF THE APPLICABLE VDOT ROAD AND BRIDGE SPECIFICATIONS.

ALL CONCRETE TO BE CLASS A3 AIR ENTRAINED (3000 P.S.l.) UNLESS OTHERWISE SPECIFIED.

CONTRACTOR IS RESPONSIBLE FOR PREPARING AND ACQUIRING AN APPROVED MAINTENANCE OF
TRAFFIC PLAN FROM TOWN.

CONTRACTOR SHALL MODIFY ANY EXISTING STORM STRUCTURES DURING CONSTRUCTION AS
NECESSARY TO ENSURE PROPER DRAINAGE.
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FOR WORK WITHIN BUSINESS RT. 7, (MAIN STREET) CONTRACTOR TO OBTAIN REQUIRED VDOT
LAND USE PERMIT AND TO INSTALL WORK PER CONTRACT DOCUMENTS AND SHALL COMPLY
WITH THE REQUIREMENTS IN THE CURRENT EDITION OF THE VDOT LAND USE PERMIT
REGULATIONS AND LAND USE PERMIT REGULATIONS GUIDANCE MANUAL.

CONTRACTOR SHALL BE RESPONSIBLE FOR PROPERLY PRUNING AND PROTECTING ANY EXISTING
TREES WHOSE LIMBS OR ANY OTHER PART EXTEND INTO THE WORK AREA, THIS SHALL BE
INCIDENTAL TO OTHER WORK.

CONTRACTOR SHALL ENSURE THAT THERE ARE APPROPRIATE AND ADEQUATE RESOURCES ON
SITE AT ALL TIMES TO ALLOW FOR SAFE AND IMMEDIATE PASSAGE OF EMERGENCY VEHICLES
THROUGH THE CONSTRUCTION AREA.

IF ANY DRAIN PIPES FROM BUILDINGS ARE ENCOUNTERED, CONTRACTOR TO ENSURE THE PIPE
PROPERLY DRAINS TO CLOSEST INLET.

CONTRACTOR SHALL CAP OR PLUG EXISTING WATERLINE, STORM SEWER, OR OTHER PIPES AT
ANY AND ALL TIE-IN AND/OR CUT LOCATIONS TO ALLOW FOR IN—PLACE ABANDONMENT,
UNLESS OTHERWISE NOTED TO BE REMOVED ON THE PLANS. THIS WORK SHALL BE INCLUDED IN
THE COST OF OTHER WORK.

CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING DEPTHS OF EXISTING UTILITIES AND PIPES
AND COMPARING TO PROPOSED UTILITIES AND PIPES. CONTRACTOR SHALL SUBMIT FOR REVIEW
ANY NECESSARY ADJUSTMENTS IN PROPOSED UTILITY OR PIPE DEPTHS TO PROVIDE THE
REQUIRED CLEARANCES.

SEQUENCE OF CONSTRUCTION NOTES

10.

OBTAIN ALL APPLICABLE PERMITS.

CONTACT ALL APPLICABLE UTILITY COMPANIES AND COORDINATE UTILITY RELOCATION/REMOVAL.

CONTRACTOR SHALL NOT INITIATE ANY LAND DISTURBING ACTIVITY UNTIL AUTHORIZED TO
PROCEED BY THE TOWN OF PURCELLVILLE AND LOUDOUN COUNTY.

COORDINATE MOBILIZATION AND JOB SITE ACCESS WITH TOWN, VDOT, AND OTHER CONTRACTORS
ON SITE.

INSTALL ALL EROSION CONTROL DEVICES AND MAINTAIN THROUGHOUT CONSTRUCTION. INSTALL
SILT FENCE AND SAFETY FENCE AT DESIGNATED AREAS. ADDITIONAL SILT FENCE SHALL BE
INSTALLED AT TEMPORARY LOCATIONS AS DIRECTED BY THE TOWN TO FACILITATE THE CONTROL
OF EROSION AND SEDIMENTATION DURING INITIAL DEMOLITION AND GRADING ACTIVITIES.

PROCEED WITH CONSTRUCTION OF THE 21ST STREET STREETSCAPE PLANS, BEING SURE TO
INSTALL EROSION AND SEDIMENT CONTROL MEASURES AS REQUIRED.

ACCESS TO 21ST STREET SHALL REMAIN OPEN DURING ALL PHASES OF CONSTRUCTION.
REFER TO SHEETS 8.0 TO 8.6 FOR DETAILED SEQUENCE OF CONSTRUCTION.

CONTRACTOR SHALL PERFORM NO WORK ON OR BETWEEN AUGUST 10, 2014 AND AUGUST 16,
2014.

SEAL ALL ASPHALT JOINTS/SEAMS AT TIE—IN LOCATIONS AND AT COLD JOINTS/SEAMS.

COORDINATION NOTES

CONSTRUCTION WILL TAKE PLACE ADJACENT TO ONGOING TRAFFIC OPERATIONS. THE
CONTRACTOR SHALL COORDINATE CONSTRUCTION ACTIVITIES WITH TOWN OF PURCELLVILLE,
NORTHERN VIRGINIA REGIONAL PARK AUTHORITY, VDOT, AND LOUDOUN COUNTY.

THE CONTRACTOR SHALL SUBMIT A SCHEDULE FOR CONSTRUCTION TO THE TOWN OF
PURCELLVILLE IN ACCORDANCE WITH PROJECT SPECIFICATIONS.

PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL ARRANGE A MEETING WITH TOWN OF
PURCELLVILLE TO DISCUSS COORDINATION OF CONSTRUCTION ACTIVITIES AND RELATED PROJECTS.
THE CONTRACTOR SHALL PARTICIPATE IN PERIODIC PROGRESS MEETINGS AND SHALL SUBMIT
SCHEDULE UPDATES AT THESE MEETINGS.

MISS UTILITY OF VIRGINIA

CALL BEFORE YOU DIG
1.800.552.7001
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